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Nera WorldPro 1000
Setting up a DUN 
(Dial Up Network)

When using the BGAN LaunchPad 
making a dial up is not necessary.
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APPLICATION SETUP

1 Open the Control Panel on the PC and double-click 
the Network Connections icon.
Note! Two Nera USB drivers must be installed prior to 
connecting the PC to Nera WorldPro 1000.
The drivers are installed using the Nera USB Wizard.
Insert the Nera WorldPro 1000 CD and click:
Software Installation > Nera USB Driver Installation.

2 Click Create a new connection to open the New 
Connection Wizard.
Click Next.
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APPLICATIONSETUP CONT’D

3 Check Connect to the Internet. Click Next.
Check Set up my connection manually. 
Click Next.

4 Check Connect using a dial-up modem.  
Click Next.
Choose Modem - Nera dual Port 2. Click Next.
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APPLICATION SETUP CONT’D

5 Enter the name for the connection e.g.  
Nera WorldPro 1000.  
Click Next.

6 To set up a data connection:
 	 *98# sets up a background data connection.
	 *98*2#  sets up 32 kbps streaming
	 *98*3# sets up 64 kbps streaming
Click Next.
Check Anyone’s use, and click Next.
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APPLICATIONSETUP CONT’D

7 Enter name and password provided by your Distri-
bution Partner for the connection. Not always neces-
sary.
Complete the New Connection, Click Finish.
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APPLICATION CHECKING DEFAULT SETTINGS

1 Double-click Network Connections in the Control 
Panel.

2 Right-click the Nera WorldPro 1000 dial-up connec-
tion and click Properties.
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APPLICATIONCHECKING DEFAULT SETTINGS CONT’D

3 Con�rm settings in the Mobile Data Service via USB 
Properties window:

"Modem - Nera Dual Port".
Phone number: *98#

Click Con�gure.

4 In the Modem Confguration window, check that 
the Maximum speed (bps) is set to 230400.
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APPLICATION CHECKING DEFAULT SETTINGS CONT’D

5 In the Nera WorldProo 1000 Properties window, 
click Networking and check that Internet Protocol 
(TCP/IP) is selected. Click Settings.

6 In the PPP Settings window, Negotiate multi-link 
for single link connections should be unchecked.
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APPLICATIONCONNECTING TO SERVER

Initiating a data call
Open the Control Panel on the PC and double-click the 
Nera WorldPro 1000 icon in the Network Connections 
window (i.e. the preset dial-up connection).
If provided for the speci�c server connection, enter the 
User name and Password.

Dialing	*98# sets up a background data connection.
	 *98*2#  sets up 32 kbps streaming
	 *98*3# sets up 64 kbps streaming
Click Next. See Connection in progress on next page.




